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REFERENCE PUBLICATIONS:
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APPLICABILITY:
This DIRECTIVE is applicable to all operators of helidecks within the area of responsibility of Guyana.

VALIDITY:
This DIRECTIVE is effective from October 2, 2025.

DIRECTIVE:

The Guyana Civil Aviation Authority (hereinafter referred to as “the Authority”), pursuant to the
designation of the Director General of the Guyana Civil Aviation Authority, and in exercise of its
powers under Section 15 (4) of the Civil Aviation Act 2018, hereby issues the following DIRECTIVE:

1. All owners/operators of helidecks shall conduct periodic friction tests of the helideck surface.
Such test shall, at a minimum:

a. be conducted annually; and

b. be conducted following any remedial works on the surface of the helideck.

2. The periodic tests referenced in Section 1 above shall demonstrate the following:

a. for helicopter operations on fixed helidecks, not less than 0.6u inside the
touchdown/positioning marking (TD/PM) circle and on the painted markings and 0.5p outside
the TD/PM circle; and

b. for moving helidecks, not less than 0.65u inside the TD/PM circle and on the painted
markings and 0.5p outside the TD/PM circle.

Note. — Within the context of helideck friction testing, u, the coefficient of friction, is the ratio between
the friction force and the vertical load.
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